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※Strapping qualities：8500 N/mm2 

※Strapping dimensions：

widths         19.0 mm / 3/4”

Thicknesses     0.38 ~ 0.63 mm / 0.015 ~ 0.025”

※Weights：3.4 kg 

※Average seal strength：approx. 75 %

※Seals：Overlap seals, see chart

※Type of joint： Single notch joint
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※鋼帶寬度：19mm
※鋼帶厚度：0.38mm~0.63mm

※拉力：8500N以上

※機體重量：3.4kg
※結合方式：單咬扣
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|m| 1.Read the operating instructions carefully.(# 1§ #

2.Eye injury hazard (8% 3 & %15 &)
Failure (o wear safety glasses with side shields can result in severe eye

HE)

injury or blindness. Always wear safety glasses with side shields which

conform to ANSI Standard Z87.1.1

(B2 kB B TREBRRERFGEERLN - TLREK
ANSI 42 $787.1.1 3 B 4%)

3.Protective gloves(F5 3 F %)
When handling strap, always wear protective gloves.

(RRER > FFREEFE)

4.Strap warnings(& % ¥£ %)
Never use strap as a means of pulling or li

ng loads. Failure to follow

these warnings can result in severe personal injury.
AR A RS - B L ETREAMIIRESE)

5.Strap breakage hazard (487 i % &% )
Improper operation of the tool, excessive tensioning, using strap not
recommended for this tool or sharp corners on the load can result in a
sudden loss of strap tension or in strap breakage during tensioning,
which could result in the following *
(TAREHRME - WERRE RAHERRATRORDEA K
RAIT RS HIMW LR R B > TRERLT *
3%A sudden loss of balance causing you to fall.

(B AR A R AR k& Pk te])

3%Both tool and strap flying violently towards your face.

(TR 5 7 e th 4T S 2R AR A B 3R )
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3%If the load corners are sharp, use edge protectors.
(wRaKHE B RO FHRAEA)

3 Place the strap correctly around a properly positioned load.
(e RipiBbi E Bk FBME)

3% When tensioning or sealing, position yourself to one side of the strap and keep all
bystanders away.
CH B 5 SOPBEF - Bt ot 75 8 B 2 A4 A

3 Use the correct strap quality, strap width, strap gauge and strap tensile strength
recommended in this manual for your tool.
(A ESHH ~ R - RS Ao b 56 Z M %A )

6.Cutting tensioned strap (3 B & % 4948 % 05 )

When cutting strapping, use the proper strapping cutter and keep other

personnel and yourself at a safe distance from the strap. Always stand to

side of the strap, away from the direction the loosened strap end will fly.

(AT EARET I RAHEABA R REHamBree
SERE o WHTS AR R R B @ K S BT

7.Fall hazard. (3k#|/&F%)

Keep your working area tidy, Untidiness of your working area may cause

arisk of injury. Maintaining improper footing and/or balance when

operating the tool can cause you to fall. Before tensioning and especially

in elevated areas, always establish good balance. Both feet should be

securely placed on a flat, solid surface, especially when working in

elevated areas. Do not use the tool when you are in an awkward position.

Pay attention to the rules and regulations for preventions of accident

which are valid for the work place.

CERAF AR BRI © SR B HUR AL & BB TR Ao - 3
AE TR R R Y MR BT A Hak s o R R A

BT F AR T4 0 R AR EERE - R ZRMIL
P RERD  AFRBMEFREALR - EZTAOBRHR

BFRE A R E TR )

8.Tool hazards ( T 243 )
A well maintained tool is a safe tool! Check tool regularly for broken or
worn parts. Never modify any tool. Modification can result in severe
Bl
Grala w4408 R T AR &4 B RHTH - AT
KR o 2ORTAE B B R AR
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[image: image2.png]Feeding the strapping

The strap is fed through the seal, around the package to be
strapped and again through the seal. The strap end is then
bent. The operator then tensions the loose hoop manually

making sure that the bent strap end is adjacent to the object

to be strapped.

Loading the strapping

Hold the upper strap with the left hand, lift the feed
wheel liting handle with the right hand and slide the
tool over the strap from the right to the left
respectively from the rear to the front.

Tensioning the strapping

The tool is held tightly with the left hand being placed
on the sealing handle.The tension handle is now
moved forward and backward with the right hand until
the desired tension is attained.
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With the right hand on the tension handle (in back
position as illustrated) push the sealing handle
forward to the stop with the left hand. Move sealing
handle backward into the initial position after
completion of the sealing action.

Releasing the tool

After completion of the sealing action the tool can be
released easily from the seal. By reliting the feed
wheel lifting handle the strap end can be removed from
the tool.

JOINT CONTROL

A regular control of the joint is necessary. The joint can be checked visually and the person controlling can
easily judge the quality of the joint. Following illustration shows a proper joint:
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	1
	齒輪
	1

	2
	齒條
	1

	3
	右懸掛套
	1

	4
	襯塊
	2

	5
	蓋
	1

	6
	齒輪軸
	1

	7
	咬扣桿
	1

	8
	齒輪箱
	1

	9
	軸承墊圈
	1

	10
	吊架
	1

	11
	滾軸架
	1

	12
	懸掛銷
	1

	13
	束緊軸
	1

	14
	棘輪架
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1

	15
	束緊桿
	1

	16
	棘輪墊圈
	2

	17
	棘爪墊圈
	1

	18
	棘輪爪
	4

	19
	板牙
	2

	20
	刀片
	2

	21
	板牙螺栓
	2

	22
	連接桿
	2

	23
	閥臂螺栓
	2

	24
	球
	2

	25
	活塞桿螺栓
	1

	26
	後豎板
	1

	27
	下向隔套銅
	1

	28
	前豎板
	1
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	29
	上向隔套銅
	2

	30
	分離刀片
	1

	31
	刀片擺桿
	1

	32
	繞街盤板
	1

	33
	起動螺栓
	2

	34
	板牙導板
	2

	35
	防護蓋板
	1

	36
	崁式導鋼孔
	2

	37
	拉緊機身
	1

	38
	滑行板
	1

	39
	拉伸滾軸
	1

	40
	吊架螺釘
	1

	41
	左懸掛套
	1

	42
	棘齒彈簧
	4

	43
	夾緊彈簧
	1

	44
	軸承墊圈
	2

	45
	銷
	3

	46
	銷
	2

	47
	銷
	1

	48
	滾針軸承
	2

	49
	滾針軸承
	2

	50
	標牌
	1

	51
	內六角螺絲
	2

	52
	內六角螺絲
	2

	53
	內六角螺絲
	2

	54
	六角螺絲
	1

	56
	皿頭內六角螺絲
	1

	57
	皿頭內六角螺絲
	4

	58
	皿頭內六角螺絲
	2

	59
	內六角緊定螺絲
	1
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	60
	螺帽
	1

	61
	防滑螺帽
	3

	62
	墊圈
	3

	63
	波形墊圈
	1

	64
	開口墊圈
	3

	65
	軸用彈性墊圈
	1

	66
	半圓鍵
	3

	67
	鉚釘
	2

	68
	鋼套
	1
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V.PRODUCT GUARANTEE
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STRAPPING TOOL
MODEL (#%) : A431L
NUMBER (#3%) :
MANUFACTURE DATE (# Bt B #1) :
SALE DATE (GEE B #) :
DEALER CODE (B4 B ARIR):
This product is guaranteed for one year.

(Human factors or expendable parts are not
included.)
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